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    Technical Bulletin  
2400 Boston Street, Suite 200, Baltimore, Maryland  21224 

Phone:  410-675-2100 or 800-543-3840 

 

Revised: 8/07/2007 

 

DAP® Wood Finish Repair Kit™   
 

• Easily repair scratches in wood furniture, cabinets & molding 

 

Packaging: 4 BLEND STICKS
®
 with 2 stain markers 

Colors: Multi-pack 

UPC Number:  0 70798 97500 2 

 

Company Identification: 

Manufacturer:  DAP Products Inc. 

Marketed by:  DAP Products Inc., 2400 Boston Street, Baltimore, Maryland 21224 

Usage Information: DAP HELPLINE: 888-DAP-TIPS, 9:00 am to 7:00 pm EST. 

Order Information: 800-327-3339 

Fax Number:  410-534-2650  

Also, visit the DAP website at www.dap.com. 

 

Product Description:  

DAP
®
 Wood Finish Repair Kit

™
 by PLASTIC WOOD

®
 is the quick, easy way to repair holes, scratches and 

other minor blemishes in finished wood surfaces.  It is ideal for pre-finished and simulated wood surfaces such 

as molding, paneling, furniture and cabinets.  It will not shrink, stain or discolor and is available in a multi-color 

pack to match most wood surfaces. 

 

Suggested Uses: 

Ideal for quick, easy repairs of scratches, small holes and other minor blemishes. 

 

Surface Preparation & Application 

• Surface should be clean and dry.  Choose the BLEND STICK
®
 and Wood Stain Pen that most closely 

matches the surface to be repaired.  Rub back and forth over imperfection until filled.  Wipe surplus 

away with clean cloth and buff lightly.   The Wood Stain Pen dries instantly and blends with most fine 

furniture; experiment first on a small section of wood.  

• For color blending, stroke in the direction of the grain; for scratches, stroke in the direction of the 

scratch.  Immediately wipe with a clean cloth to remove excess stain.  Repeat for deeper shades. 

• For deep holes and gouges, use the round end of the metal spatula to apply a Blend Stick shade.  Use the 

straight edge to remove excess repair material.  Remove any smudges by lightly buffing with a clean 

cloth. 

• For narrow cuts and deep scratches, briskly rub Blend Stick back and forth across the damage area, until 

it is completely filled.  Then follow metal spatula directions above. 

• For burns, use the metal spatula to scrape the residue from the damaged area.  Then follow directions for 

filling and finishing as noted above. 
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FOR BEST RESULTS 

DAP
®
 BLEND STICK

®
 by PLASTIC WOOD

®
 should only be applied to finished surfaces; do not use before 

staining or finishing.  

 

 

 

 

Physical & Chemical Characteristics – Blend Stick®: 

 

     Blend Stick
®
    Stain Pen    

Consistency:    Crayon-like stick   Colored liquid felt marker 

Vehicle:    Tall oil ester/wax blend   Polyketone Resin 

Volatile:    None     Alcohols, esters and ethers 

Filler:     Color pigment    Pigment dye 

 

 

Odor:     Virtually odor free   Moderately strong alcohol 

Solids:     100%     Less than 10% 

Shelf Life:    2 Years    2 Years  

Packaging:    .43 oz. Stick    NA 

Colors:     Light, Medium, Red Dark  Light Woods, Dark Woods 

 

MSDS No.:    00030101001    00079951001 

 

Clean Up: 

Rub off with clean dry cloth. 

 

Safety: 

See product label and Material Safety Data Sheet for safety information.  You can request an MSDS sheet by 

visiting our website at www.dap.com or by calling 888-DAP-TIPS. 

 

Warranty Information: 

If not satisfied with product performance when used as directed, return used container and sales receipt to DAP 

Products Inc., Technical Customer Service, 2400 Boston St., Baltimore, MD, 21224 for product replacement or 

sales price refund.  DAP will not be liable for incidental or consequential damages. 

 


