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INNOVATION.

Innovation in the nailer category doesn’t just happen. You 
have to work at it. Paslode has over 80 years of experience, 
learning and perfecting every step of the way. You could 
say we invented the nailer. And you would be right. Ever 
since we introduced the first pneumatic nailer, cordless 
framing nailer, and Positive Placement® metal connector 
system we’ve continued to improve our nailers and 
fasteners to be the best in the business. Today, Paslode’s 
latest innovations continue to help people in the trades get 
the job done right.

QUALITY.

Paslode is committed to one thing. Excellence. We stand 
by our products above all else. Every Paslode product 
is engineered with expertise and battle-tested for real-
world toughness before it leaves our factory. Our decades  
of expertise in tool and nail manufacturing help us deliver
products that stand up to the demands of the guys who 
use them. Each nailer we make has thousands of nails 
fired through it to test its limits and make sure it performs 
when our customers need it. 

REPUTATION.

Nail by nail. Job by job. Day after day. We build our 
reputation the same way our customers do—one day 
at a time through hard work, reliability, and dedication. 
That’s how Paslode became the standard by which other 
pneumatic and cordless fastening systems are measured. 
Our products are the go-to tools for professionals for 
framing, sheathing, trim and finish applications, fencing, 
floor and roof decking, siding, and insulation.
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SECTION  1

Application

Fuel-Powered 
Cordless Tools Pneumatic Tools

30° Li-ion 
Framing 
CF325X

16ga 
Angled 
Li-ion 
Finish 
IM250ALi

16ga 
Straight 
Li-ion 
Finish 
IM250SLi

18ga Brad 
IM200Li.2, 
IM200Li

Power
Master™ 
Plus 
F350-S

Power
Master™ 
Pro 
F-350P

Power 
Framer™
PF350-S

Positive 
Placement® 
Metal 
Connector 
Nailer  
F250S-PP

Positive 
Placement® 
Metal 
Connector 
Nailer 
PF250S-PP

Positive 
Placement® 
Metal 
Connector 
Nailer 
PF150S-PP

Positive 
Placement®  
Metal 
Connector 
Nailer 
F150S-PP

16ga 
Angled 
Finish/Trim 
T250A-F16

16ga 
Straight 
Finish/Trim
T250S-F16P, 
T250S-F16

18ga 
Brad
T200-F18P, 
T200-F18

16ga 
Wide 
Crown 
Stapler
WCS200, 
S200-W16

16ga 
Standard 
Crown 
Stapler
SCS200, 
S200-S16

CapStapler
CS150

Framing

Exterior Walls ● ● ● ●

Interior Walls ● ● ● ●

Rafters ● ● ● ●

Joists ● ● ● ●

Metal Hardware ● ● ● ●

Headers ● ● ● ●

Blocking ● ● ● ●

Bridging ● ● ● ● ●

Floor Decks ● ● ● ●

Roof Decks ● ● ● ● ●

Punchout ● ● ● ●

Assembly/Sheathing

Plywood ● ● ● ● ● ●

Gypsum Wallboard ●

Soft Wall ● ●

Polysterene ●

Lathing ● ●

Soffits ● ● ●

Fascias ● ● ●

Trim/Finish

Bead Paneling ● ● ● ● ● ●

Baseboards ● ● ● ● ● ●

Crown Molding ● ● ● ● ● ●

Cap and Shoe ● ● ● ● ● ●

Door and Window Jambs ● ● ● ● ● ●

Door and Window Casings ● ● ● ● ● ●

Chair Rail Molding ● ● ● ● ● ●

Roofing

Roofing Felt ● ●

Asphalt/Fiberglass Shingles ● 

Cedar Shingles ● ● ● ●

Siding/Exterior

Housewrap ● ●

Wood ● ● ● ●

Cedar and redwood ● ● ● ●

Hardboard ● ● ● ●

Vinyl ▲

Exterior Fences ● ● ● ● ●

Recreational Decks ● ● ● ●

● Tool without shingle guide;     ▲ With accessory for vinyl siding

Always check with local building codes for fastener compliance
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Tool Specifications

Model CF325XP

Part # 905600

Weight 7.20lbs w/battery

Nail Capacity 1 strip (48 nails)

Nail Range 2” - 3 ¼”

Nail Diameter .113 / .120 / .131

Nail Type 30º Paslode RounDrive® Full
Head 
30° Paslode Clipped Head

Fuel Type All-Season Fuel (part# 816008)

Nails per Fuel 
Cell

Approx. 1,200

Battery Li-ion battery (part# 902654) 
and charger (part# 902667)

Battery Life 9,000 nails per charge

Warranty 1-year full coverage
5-year limited

CF325XP Cordless Li-ion Framing Nailer

15% More Power to drive nails flush 

Works in All Seasons down to 14°F

9,000 shots per battery charge

Fuel + Nail Combo Packs: 
Our industry leading fuel and nails in one convenient package

*Features

for consistent drive performance in LVL!

Note: 1,000 count cartons contain 1 fuel cell. 3,000 count cartons contain 3 fuel cells

Designed and Assembled  
in the U.S.A.
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ORGILL #5378302

ORGILL #5378302

*Available in Tifton, Inwood, Hurricane, Killgore, Sikeston



Designed and Assembled  
in the U.S.A.

IM200Li

IM200Li.2
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IM250A-Li 16 Gauge Angled Li-ion Finish Nailer

IM250S-Li  16 Gauge Straight Li-ion Finish Nailer

IM200Li & IM200Li.2 18 Gauge Straight Li-ion Brad Nailers

7.4 V Li-ion battery 
Drives up to 12,000 nails per charge

Cordless Convenience and Mobility 
Less mess and clutter, no dirty hoses to drag around

Compact 
The most compact cordless angled finish nailer 
available! Superior performance in tight spaces

Tool-Free Depth of Drive 
Precise control of nail depth, no tools needed

Lightweight 
The lightest cordless angled finish nailer available! 
Superior comfort and control

7.4 V Li-ion battery 
Drives up to 12,000 nails per charge

Compact 
The most compact cordless straight finish nailer 
available! Superior performance in tight spaces

Lightweight 
The lightest cordless straight finish nailer available! 
Superior comfort and control

Open Line of Sight 
Allows for accurate nail placement

No-Mar Tip 
Protects premium wood surfaces when nailing

7.4V Li-ion Battery 
Drives up to 12,000 nails per charge

Lightweight 
The lightest cordless brad nailer available! 
Less fatigue and better handling

Battery Standby Position 
Conserves battery power

Tool-Free Depth of Drive 
Precise control of nail depth, no tools needed

No-Mar Tip 
Protects premium wood surfaces when nailing

Maneuverable 
Superior performance in tight spaces

Designed and Assembled  
in the U.S.A.

Model Cordless 16 Ga Angled Finish Nailer

Part # 902400

Weight 4.5 lbs w/battery

Nail Capacity 100 (2 strips)

Nail Range 1¼” - 2½”

Nail Type Angled 16 Ga - Smooth, Galvanized

Fuel Type Finish/Trim Fuel (part# 816007)

Nails per Fuel Cell Approx. 1,200

Battery Li-ion battery (part# 902654)

Battery Life 12,000 nails per charge

Warranty 90-day normal wear parts
1-year limited
5-year extended limited

Tool Specifications

Model Cordless 16 Ga Straight Finish Nailer

Part # 916000

Weight 4.6 lbs w/battery

Nail Capacity 100 (2 strips)

Nail Range 1¼”  - 2½”

Nail Type Straight 16 Ga - Smooth, Galvanized

Fuel Type Finish/Trim Fuel (part# 816007)

Nails per Fuel Cell Approx. 1,200

Battery Li-ion battery (part# 902654)

Battery Life 12,000 nails per charge

Warranty 90-day normal wear parts
1-year limited
5-year extended limited

Tool Specifications

Tool Specifications

Model Cordless 18 Ga Brad Nailer

Nail Range 5/8” - 2”

Nail Type 18 Ga - Smooth, Galvanized

Fuel Type Finish/Trim Fuel (part# 816007)

Nails per Fuel Cell Approx. 1,200

Battery Li-ion battery (part# 902654)

Battery Life 12,000 nails per charge

Warranty 90-day normal wear parts
1-year limited
5-year extended limited

Part # 918000 918100 
Compact Mag

Weight 4.6 lbs 4.25 lbs 
w/battery w/battery

Nail Capacity 100 (2 strips) 50 (1 strip)

Designed and Assembled  
in the U.S.A.
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F-350P POWERMASTER™ PRO 30˚ PNEUMATIC FRAMING NAILER

PF350S POWERFRAMER™ 30˚ PNEUMATIC FRAMING NAILER

Designed and Assembled  
in the U.S.A.

Tool Specifications

Tool Specifications

Tool Specifications

Designed and Assembled  
in the U.S.A.

Designed and Assembled  
in the U.S.A.

Durable Construction 
Requires less maintenance

Powerful 
Drives nails flush, even in LVL

Compact Size 
Fits between studs

Adjustable Rafter Hook 
Moves out of the way when not in use

Soft Grip Handle 
For maximum comfort

Model F-350P

Part # 515000

Weight 7.9 lbs

Nail Capacity Up to 88 (2 strips)

Nail Range 2" - 3¼”

Nail Diameter .113 / .120 / .131

Nail Type 30° Paslode RounDrive® Full Head 
30° Paslode Clipped Head  

Operating 
Pressure 80-120 psi (5.5-8.3 bar)

Warranty 1-year full
5-year limited

Dependable 
Continues to ensure nails drive flush into the toughest lumber

Lightweight 
Only 7.9 lbs., for reduced fatigue

Quick 
2-step load helps maintain job-site
momentum and productivity

Well-Balanced 
Inline magazine provides optimal balance and control

Backed with the protection of a   
one-year full coverage warranty

Proven & Reliable Performance 
Consistently delivers and drives nails flush to  
keep users productive and minimize rework & downtime

Durable 
Built to last and requires less maintenance

Compact 
Fits between studs, joists, and rafters

Backed with the protection of a   
one-year full coverage warranty

Model F350-S

Part # 501000

Weight 8.4 lbs

Nail Capacity 84 (2 strips)

Nail Range 2" - 3½”

Nail Diameter .113 / .120 / .131

Nail Type 30° Paslode RounDrive® Full Head 
30° Paslode Clipped Head  

Operating 
Pressure 80-120 psi (5.5-8.3 bar)

Warranty 1-year full
5-year limited

Model PF350S PowerFramer

Part # 502000

Weight 7.95 lbs

Nail Capacity 84 (2 strips)

Nail Range 2" - 3½”

Nail Diameter .113 / .120 / .131

Nail Type 30° Paslode RounDrive® Full Head 
30° Paslode Clipped Head  

Operating 
Pressure 80-120 psi (5.5-8.3 bar)

Warranty 90-day limited on wear parts
6-month limited on magazine parts
1-year limited on housing and cap

PAGE 10
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PF150S-PP POSITIVE PLACEMENT® 1½” METAL CONNECTOR NAILER

F150S-PP POSITIVE PLACEMENT® 1½” METAL CONNECTOR NAILER

Designed and Assembled  
in the U.S.A.

Tool Specifications

Tool Specifications

Tool Specifications

Designed and Assembled  
in the U.S.A.

Designed and Assembled  
in the U.S.A.

Durable 
Made for tough jobsite conditions and daily use

Accurate 
Probing tip guides nails into hardware holes

Compact 
Fits in tight spaces and reduces fatigue

Fast 
Positive Placement® probe for fastest hole to hole 
speed which provides widest angle of approach

Accurate 
Probing tip guides nails into hardware holes

Powerful 
Drives up to 1½” x .148 Metal Connector Nails 
flush even into LVL for ALL DAY PERFORMANCE

Hole to Hole Speed
Patented probe quickly locates hardware holes, 
when engaged, nailer is ready to fire 

Reliable
System delivers consistent dependable performance 

Powerful
Legendary motor platform consistently drives into the 
hardest materials, including engineered lumber  

Durable
Capable of production use all day, nail lock out prevents blank 
firing

High Capacity Magazine
Holds up to 2 strips of nails (44 total nails)

Model F250S-PP

Part # 500855

Weight 8.5 lbs

Nail Capacity 44 (2 strips)

Nail Range 1½” + 2½”

Nail Diameter: .131 / .148 / .162

Nail Type Positive Placement® Heat Treated 
Metal Connector Nails - Brite (Smooth)  
and Mechanically Galvanized 

Operating 
Pressure 80-120 psi (5.5-8.3 bar)

Warranty 90-day limited on wear parts
6-month limited on magazine parts
1-year limited on housing and cap

Dimensions 19.5”L x 5.0” W x 13.88” H

Model PF150S-PP

Part # 502300

Weight 6.3 lbs

Nail Capacity 44 (2 strips)

Nail Range 1½”

Nail Diameter: .131 / .148

Nail Type Positive Placement® Heat Treated 
Metal Connector Nails - Brite (Smooth)  
and Mechanically Galvanized 

Operating 
Pressure 90-120 psi (6.2-8.3 bar)

Warranty 90-day limited on wear parts
6-month limited on magazine parts
1-year limited on housing and cap

Dimensions 17.4” L x 3.7” W x 11.7” H

Model F150S-PP

Part # 515850

Weight 6.25 lbs

Nail Capacity 29 (1 strips)

Nail Range 1½”

Nail Diameter: .131 / .148

Nail Type Positive Placement® Heat Treated 
Metal Connector Nails - Brite (Smooth)  
and Mechanically Galvanized 

Operating 
Pressure 90-120 psi (6.2-8.3 bar)

Warranty 90-day limited on wear parts
6-month limited on magazine parts
1-year limited on housing and cap

Dimensions 13” L x 3.7” W x 11.7” H
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ORGILL #2425957*
ORGILL #2425957*

ORGILL #1645894
ORGILL #1645894

*Available in Tifton, Inwood,
Hurricane, Kilgore, Sikeston
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T200-F18P 18 GAUGE PNEUMATIC BRAD NAILER

Tool Specifications

Tool Specifications

Designed and Assembled  
in the U.S.A.

Designed and Assembled  
in the U.S.A.

Best in Class Ergonomics
Designed with enhanced features to optimize 
balance, maximize comfort, reduce fatigue,  
and increase productivity

Reliability & Durability
Proven performance that saves you time 
and can keep up with you

Low Maintenance
Oil-free design allows for long term,  
maintenance-free operation which reduces 
cleanup time and associated costs

Smaller Nose/Probe
Open line of sight for better accuracy 
and precision

Nail Lock Out System
Prevents marks on wood

Reversible Belt Hook
Easily reversible, keep both hands free 
for work positioning

Model T250S-F16P

Part # 515500

Weight 3.9 lbs

Nail Capacity 100 (2 strips)

Nail Range 1” - 2½”

Nail Type Straight 16 Ga Galvanized

Operating 
Pressure 80-120 psi (5.5-8.3 bar)

Warranty 5-year limited

Model T200-F18P

Part # 515600

Weight 2.9 lbs

Nail Capacity 100 (2 strips)

Nail Range 5/8” - 2”

Magazine Angle Straight Collation

Nail Type 18 Ga Galvanized

Operating 
Pressure 80-120 psi (5.5-8.3 bar)

Warranty 90-day limited on wear parts, 
6-month limited on magazine parts, 
1-year limited on housing
and cap parts
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SCS150 CAPSTAPLER HOUSEWRAP STAPLING SYSTEM

SCS200 16 GAUGE PNEUMATIC STANDARD 1/2” CROWN STAPLER

WCS200 16 GAUGE PNEUMATIC WIDE 15/16” CROWN STAPLER

Tool Specifications

Tool Specifications

Tool Specifications

Staples & Caps in One Easy Step
Caps protect against tearing and water damage

Consistent Drive Performance
Save time on installing roofing felt and house wrap

Easy Loading
Open design makes loading and reloading a snap

Use with FasCaps Combo Pack

Speed
Up to 10 staples per second

Power
Drives flush in all materials

Durable
Heavy duty all metal magazine design

Speed
Up to 10 staples per second

Power
Drives flush in all materials

Durable
Heavy duty all metal magazine design

Model CS150

Part # 502575

Weight 4.8 lbs

Staple Capacity 90 Staples

Cap Capacity 240 Caps/Spool

Staple Range 1” - 1½”

Staple Type 18 Ga 3/8" Narrow Crown

Operating 
Pressure 70-110 psi (4.8-7.6 bar)

Warranty 90-day, 
1-year limited

Model SCS200

Part # 515700

Weight 5.6 lbs

Magazine Capacity Up to 150 staples

Staple Range ¾” - 2”

Staple Type ½" Crown 16 Ga Galvanized

Operating 
Pressure 80-120 psi (5.5-8.3 bar)

Warranty 1-year full
5-year limited

Model WCS200

Part # 515800

Weight 5.9 lbs 

Magazine Capacity Up to 150 staples

Staple Range ¾” - 2”

Staple Type 15/16” Crown 16 Ga Galvanized 

Operating 
Pressure   80-120 psi (5.5-8.3 bar)

Warranty 1-year full
5-year limited
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FRAMING NAILS 30˚ PAPER TAPE FRAMING NAILS

PNEUMATIC ACCESSORIES 
For use with 502300 and 515850 ( 1½”)
For use with 500855 and 511800 ( 1½” + 2½”)

Part # Product Description Associated Product(s)

403720 Pneumatic Nailer 
Lubrication Oil

12oz. bottle All Paslode pneumatic nailers

219228 No-Mar Nose Protects wood surfaces 501000 - F350-S PowerMaster Plus

Positive Placement® Nail heads marked for easy identification

For use with 905600, 511990, 502000, and 515000

PAGE 14
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FINISH / TRIM and EXTERIOR NAILS and STAPLES

For use with 515700, 900078NT and 501230

For use with 515800 and 501265

6 boxes per carton, 12,000 Qty
For use with 902400, 900600 and 500910

6 boxes per carton, 12,000 Qty
For use with 916000, 515500 and 501680

6 boxes per carton, 12,000 Qty
For use with 918000, 918100, 515600, and 500959

FasCaps are 6 inner boxes per carton 
For use with 502575

PAGE 15
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R4™ MULTI-PURPOSE FRAMING & DECKING SCREWS
Faster Drive for Improved Productivity

GRK’s R4™ self-countersinking screw 
has a patented underhead with saw-blade 
like cutting teeth and six self-contained 
cutting pockets. Together they act similar 
to a circular saw-blade, transporting the 
drill dust away from the edge of the screw 
hole while cutting a perfectly clean hole 
into even the most brittle materials 
without cracking any surface treatment.  

This design enhances the R4™’s versatility 
by allowing the fastener to countersink 
into even the hardest woods. The head of
the screw closes the hole off with precision, 
leaving no damaged fibers around the head.

R4™ screws 3-1/8” and longer have a four 
threaded CEE Thread. This enlarges the 
screw hole for the non-threaded portion 
of the fastener, allowing the wood to settle 
easily. It increases the screw’s drawing 
strength and reduces the friction on the 
screw shank that lowers the driving torque.

Optimized Thread Length: Improves clamping force
for increased drawing power.

GRK Head Markings: Easy identification of genuine
GRK screws.

Climatek™ Coating is AC257 code approved 
for use in treated lumber.

Also available in PHEINOX™ 305 and 316 grade 
Stainless Steel.

ESR-3201 Approved for structural applications.

Cutting Teeth: Cuts wood fiber & provides flush seating.

Fast Bite Tip: Eliminates pre-drilling and provides a 
fast start for one-step installation. 

Precision Fit: Reduces wobble between R4 screws
and GRK bits for improved productivity.
Star Drive: Zero stripping, with 6 points of contact.

CEE Thread: Enlarges hole to reduce splitting. 

W-Cut™: Low torque, faster drive.

For interior / exterior use in: wood, plastic, cement 
fiber board, particle board, sheet metal, wood decking, 
and melamine.

  AC257 Treated  
Lumber Approved
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T-25

 Some sizes available in PHEINOX™ hardened Stainless Steel; refer to Section 5.  2” bit included in Pro-Paks. 
1” bit w/Handy-Paks. *Does not come with the Zip-Tip™ feature.  †Does not have the added CEE-THREAD™ feature.  
NOTE: Pro-Paks need to be ordered in multiples of two.

PAGE 17
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2Available in Hurricane
3Available in Inwood, Hurricane
4Available in Hurricane, Sikeston
5Available in Tifton, Inwood, Hurricane, Kilgore, Sikeston 
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RSS™ RUGGED STRUCTURAL SCREWS       
Easy to Install Lag Alternative

GRK’s RSS™ screw is made of specially 
hardened steel to provide you with high 
tensile, torque, and shear strength. The sharp 
threads and points bite instantly into the 
material (including hardwood), reducing the 
splitting effect due to smaller shanks.

RSS™ screws that are 3-1/8” and longer 
have CEE Threads which enlarge the screw 
hole for the non-threaded portion of the 
fastener, allowing the wood to settle easily 
and increases the screw’s drawing strength.  
The CEE Thread also reduces the friction on 
the screw shank which can result in lowering 
the driving torque and the likelihood of 
splitting the wood. This is why the RSS™ 
screw is an efficient lag screw alternative.

Our round head with built-in shield 
(washer type head) has no sharp edges 
like conventional lag screws.  The added 
shoulder (nominal diameter) underneath the 
washer has the ability to center the RSS™ 
screw in pre-drilled hardware like hinges 
and connector plates.  

ESR-2442 Approved for structural application.

Star Drive: Zero Stripping, with 6 points of 
contact.

Climatek™ Coating is AC257 code approved 
for use in treated lumber.

Also available in PHEINOX™ 305 and 316 grade 
Stainless Steel.

CEE Thread: Enlarges hole to reduce splitting.

Washer Head: For immense holding power.

Fast Bite Tip: Provides an immediate start in wood.
• *5/16” Diameter Only

Zip-Tip™:  Eliminates Pre-drilling.

W-Cut™: Low torque, faster drive.

Precision Fit: Reduces wobble between RSS screws 
and GRK bits for improved productivity. 

• *5/16” Diameter Only

For interior / exterior use in: carrying beams, ledger 
boards, stair rails, deck posts, playground equipment, 
and other professional applications.

RSS™ JTS - Used for joists and trusses

  AC257 Treated  
Lumber Approved
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 Some sizes available in PHEINOX™ hardened Stainless Steel; refer to Section 5.  
 NOTE: Pro-Paks need to be ordered in multiples of two.  *Does not come with the Zip-Tip™ feature.  
 †Does not have the added CEE-THREAD™ feature. 2” bit included in Pro-Paks. 1” bit with Handy-Paks.
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FIN/TRIM™ FINISHING TRIM HEAD SCREWS       
Install Right the First Time

GRK’s Trim™ Head screws are an 
excellent choice for most fine carpentry
applications, as well as window extension
jambs, joining cabinets, and more. 
Our Trim™ Head screws have the smallest
screw head available with screw lengths
from 1-1/4” (30 mm) to 5” (125 mm).

Most material splitting is prevented 
because of the Trim™ Head screw’s 
exceptionally small head and the W-Cut 
thread design. 

Fin/Trim™ screws are also available in 
white finish to blend in with white wooden 
trim boards.

Climatek™ Coating is AC257 code approved 
for use in treated lumber.

Available in Climatek™ or white finish.

Also available in PHEINOX™ 305 and 316 grade 
Stainless Steel.

ESR-3201 Approved for structural application.
Case Hardened Steel: For high tensile, torque, and 
shear strength. 

Recessed Star Drive: Zero Stripping, with 6 points 
of contact. 

W-Cut™: Low torque, faster drive.
Zip-Tip™:  No pre-drilling, faster penetration.

Trim Head: For a clean finished look.

For interior / exterior use.

  AC257 Treated  
Lumber Approved
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Excellent for all of 
your trimwork and fine 
carpentry finishing.

T-10

 Some sizes available in PHEINOX™ hardened Stainless Steel; refer to Section 5  
 NOTE: Pro-Paks need to be ordered in multiples of two. 2” bit included in Pro-Paks. 
1” bit with Handy-Paks.
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For interior / exterior use in; exterior PVC trim (Azek,™ 
Kleer,™ Koma™), no pre-drilling is necessary. Climatek™
coated screws work well with CAMO system.

Climatek™ Coating is AC257 code approved 
for use in treated lumber.

Available in Climatek™ or white Climatek™ coated finish.
Also available in PHEINOX™ 305 and 316 grade 
Stainless Steel.

Case Hardened Steel: For high tensile, torque, and 
shear strength. 

RT COMPOSITE™ EXTERIOR TRIM SCREWS       
Install Right the First Time

GRK has modified its innovative               
FIN/Trim™ Head screw to include reverse 
threading under the head of the fastener.       
This technology makes the RT Composite™  
Trim Screw ideal for use in composite and  
cellular PVC trim.

Based on extensive tests, GRK has found 
that the reverse thread helps the screw head 
disappear beneath the surface of the classic 
wood composite material, reducing or 
eliminating the dimple that sometimes 
appears when using the FIN/Trim™ screw.   

The reverse thread feature is available          
in RT Composite™ screws from 2” to 3-1/8”         
in length in both regular Climatek™ coating 
and in white Climatek™ coated  finish 
to blend in with popular white exterior        
composite and cellular PVC trim.

Reverse Threads eliminate mushrooming.

Recessed Star Drive: Zero Stripping, with 6 points 
of contact. 

W-Cut™: Low torque, faster drive.

Zip-Tip™:  No pre-drilling, faster penetration.

Trim Head: for a clean finished look.

  AC257 Treated  
Lumber Approved
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 Some sizes available in PHEINOX™ hardened Stainless Steel; refer to Section 5.
 NOTE: Pro-Paks need to be ordered in multiples of two. 2” bit included in Pro-Paks. 1” bit with Handy-Paks.

Supreme Drawing Power
is perfect for trimwork and
deck construction.
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PHEINOX™ STAINLESS 
STEEL SCREWS       

PHEINOX™ 305 Stainless Steel screws are corrosion and 
stain resistant fasteners designed to withstand wet 
environments. PHEINOX™ 316 Stainless Steel screws are 
designed for coastal applications. GRK’s patented R4, 
RSS, FIN/TRIM and RT composite screws are available in 
PHEINOX™ stainless steel. 
GRK recommends PHEINOX™ 305 stainless steel screws 
for applications that require superior corrosion resistance in 
wet environments such as decks, boardwalks, pools, and hot 
tubs. PHEINOX™ 305 stainless is also recommended for use 
with cedar, red-wood, and various other wood substrates 
that have higher acid content as well as for composite 
deck boards. PHEINOX™ 305 stainless steel screws are 
recommended for applications located more than 1 mile 
from the coast. 
PHEINOX™ 316 stainless steel screws are recommended 
for applications exposed to salt water or located within 1 mile 
of the salt water shoreline. 

The Zip-Tip™ feature of the screw allows a faster start and 
eliminates the need for pre-drilling. Hardened stainless steel 
provides superior strength and unmatched performance by 
maximizing torque and increasing bending yield.

  AC257 Treated  
Lumber Approved

305 STAINLESS STEEL
Corrosion Resistance for Harsh Environments

316 STAINLESS STEEL
Marine Grade Protection for Superior 
Corrosion Resistance

PHEINOX™ 305 PHEINOX™ 316
     For use in cedar, redwood, 
      specialty hardwood, IPE, and
      Mangaris
      Corrosion resistance for 
      harsh environments
      Corrosion resistance for

 
      

wet environments

  
    Stain resistant in specialty wood

   

   For use within 1 mile of the coast
 

  
 Stain resistant in specialty wood

   

   Marine-Grade protection for
   Superior corrosion resistance
 
  

   Superior Corrosion resistance for
 

   
coastal environments

 
  
   Applies to 305 stainless only
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2” bit included in Pro-Paks. 1” bit with Handy-Paks. *Does not come with the  Zip-Tip™ feature.  
†Does not have the added CEE-THREAD™ feature.  

T-25

PAGE 25

1Available in Inwood, Hurricane
2Available in Inwood, Hurricane, Sikeston



 LOW PROFILE CABINET™ SCREWS          
Quick and Secure Installation

GRK’s Cabinet™ screws are designed 
specifically for use in cabinet construction 
and installation. Cabinet™ screws are 
manufactured in a #8 gauge (4 mm) 
diameter for universal size convenience.

These screws are thin enough to prevent 
most material splitting, while providing 
sufficient strength to guarantee a secure 
installation. The washer head design 
presses flush against any material surface.

The Cabinet screw can also be used for light 
duty framing applications where a smaller 
diameter shank is necessary, yet a need 
exists for drawing power delivered by the 
washer head.

White Cabinet Screws match perfectly with 
white cabinet frames without the need of 
sticker covers. Specialized Powder Coated 
heads will not chip while being driven in, 
allowing for a clean finish. They are ideally 
suited for a wide variety of interior 
applications, including closets and garage 
organizational systems.

Climatek™ Coating is AC257 code approved 
for use in treated lumber.

Case Hardened Steel: For high tensile, torque, and 
shear strength. 

Recessed Star Drive: Zero Stripping, with 6 points 
of contact. 

W-Cut™: Low torque, faster drive. 

Zip-Tip™:  No pre-drilling, faster penetration. 

Washer Head: Creates a flush, clean hold for a strong
and secure installation.

For interior / exterior use.

White Cabinet Screw: For interior use only.

  AC257 Treated  
Lumber Approved
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Ideal for Cabinets  
and so much more.
Also excellent for a
variety of interior or
exterior jobs.

 NOTE: Pro-Paks need to be ordered in multiples of two.  2” bit included in Pro-Paks.
*Does not come with the Zip-Tip™ feature.
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CALIBURN™ CONCRETE SCREWS     
Heavy Duty Concrete and Masonry Fastener

Cailburn™ Concrete screws are professionally 
engineered fasteners with a patented thread 
design for ease of driving the screw into 
concrete and similar applications.

Climatek™ Coating is AC257 code 
approved for use in treated lumber.

Caliburn™ PH pan head, which is ideal for an exposed 
finished look including installation of electrical boxes.

Ideal for use in anchoring to concrete or wood to 
concrete applications including basement framing 
and sheds.

Caliburn™ XL  washer head design for superior 
holding power.

Aggressive Heavy Duty Threads lock into concrete 
and can be removed / reinserted without 
screw damage.
Countersinking Bugle Head locks wood to 
concrete for complete installation and 
effective anchoring.

Recessed Star Drive: Zero Stripping, with 6 points 
of contact. 

  AC257 Treated  
Lumber Approved

T-30

T-30

T-40

1” bit included in Handy-Paks

Washer
Head

Countersinking
Head

Decorative
Pan Head
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TOP STAR™ ADJUSTABLE SHIM SCREWS       
For Plumb Installation of Wooden Doors and Windows.  No More Shims!

GRK’s Trim™ Head screws are an 
excellent choice for most fine carpentry 
applications, as well as window extension 
jambs and more. Our Trim™ Head screws 
have the smallest screw head available; 
with screw lengths  from 1”1/4 (30 mm) 
to 5” (125 mm).

Most material splitting is prevented 
because of the Trim™ Head screw’s 
exceptionally small head and the W-Cut 
thread design. 

GRK has modified its innovative FIN/Trim™ 
Head screw to include reverse threading 
under the head of the fastener. Based on 
extensive tests, GRK has found that the 
reverse thread helps the screw head 
disappear beneath the surface of the classic 
wood composite material, reducing or 
eliminating the dimple that sometimes  
appears when using the FIN/Trim™ screw. 

Door stop or cover caps 
will hide hole

Micro-Adjustments allow for an absolutely 
plumb installation.

For Shim Free Installation of wooden doors, 
windows, insulation, paneling, built-in wall units, 
and cabinets.

Use with GRK’s Top Star™ Crown and T-15 Star 
Bit System. 

4-point 3/8” Diameter Threaded Sleeve provides a
secure hold in your wooden frame.

White Zinc Plated finish for lasting durability.

Recessed Star Drive: Zero Stripping, with 6 points 
of contact. 

GRK's adjustable Top StarTM shim screw, 
is in fact a screw within a screw that allows 
you to install wooden doors or windows 
without the use of shims.  

The quick and easy system reduces labor 
and allows for hassle-free adjustment to 
ensure plumb installation.  

The Complete Top Star™ System Includes:
BIT CROWN             THREADED SLEEVE

1 2 3 4

Drill through jamb only with 5/16" bit.

 NOTE: Crown and Star bit system included in each bulk box. 
 5/16” drill bit not included.

The Bit drives the Top Star™ 
into the material when the 
Crown and Bit are combined. 
Using the Bit without the 
Crown adjusts the distance.

The Threaded Sleeve 
moves independently 
from the Top Star™ 
unless locked by the Crown.
When locked, the Top Star™ 
gets driven into
the material. 

Unlocked, the installed 
Top Star™is ready 
for levelling.
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NOTE: Pro-Paks 
need to be ordered 
in  multiples of two.
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MSS™ METAL SIDING SCREW     
Integrated Head Design with Powder Coating Finish

The MSS™ was developed and patented 
based on the RSS™ model.  This screw has an 
integrated washer-head and is complemented 
by a rubber washer below the screw head. 

This feature also helps protect the washer 
from prolonged exposure to the sun for long 
lasting, secure siding installations.

Washer Head increases holding power.

Rubber Washer seals drill hole from the elements.

W-Cut™ Thread Design tiny saw blades
reduce torque by cutting through the material.

White Color, Low Profile Head produces a clean, 
finished look which is preferred for 
moldings, closet organizers, and metal siding.

ZIP-TIP™ for easy starts and no pre-drilling. 

For use in interior or exterior applications including 
metal siding, garage door trim, and even closet 
organizers. Not for use with treated lumber.

Self-tapping screws with integrated washer head, for fastening metal siding to a 
wooden framed structures.

T-25

1” bit included

PAGE 30

1Available in Sikeston
2Available in Hurricane, Sikeston



E-Z Ancor® Drywall Anchors
Easy to Install with Strong Holding Power

E-Z Ancors® are ideal for hanging accessories, signs,
fixtures, and shelving units on drywall. Designed to self-
drill flush into drywall for easy and fast installations. No
pre-drilling necessary. The threads are formed to provide
increased stability and a secure hold.

Buildex® Stucco Anchor is designed for light to medium-
duty applications in stucco. The zinc plating is designed to be 
durable in exterior and interior applications. Kits include a drill 
bit for installation.

E-Z Ancor® Stud Solver is designed for light to medium- 
duty applications. Installs anywhere on a wall, even if you hit
a wood stud behind the drywall. Threads cut deeply to resist
pull-out and provide a secure hold.

E-Z Ancor® Toggle Lock is designed for heavy-duty drywall
applications. The superior 1-piece assembly prevents losing
extra pieces behind the wall. The toggle bar swivels easily
during assembly to provide a secure hold.

E-Z Ancor® Twist-N-Lock is designed for light to
medium-duty applications. The audible click provides
confirmation of the anchor being firmly set.  Threads cut
deeply to resist pull-out and provide a secure hold.

E-Z Ancor Contractor Twist-N-Lock Anchors

E-Z Ancor Contractor Packs

  25410

Contractor Pack Part No.

  100  

Contractor Pack Qty.

75 lbs.

U.S. (Std.) Size (Max Load)

No Pre-Drilling: Screws 
directly into drywall with a 
Phillips screwdriver.

Self-Piercing Point: 
Positions anchor in desired 
location without slipping and 
starts self-drilling faster.

Clean Finish: Installs nails 
flush into drywall.

Strong Holding Power: 
Prevents loose connections 
and items from wobbling.

Warning: Do not use Twist-N-Lock or Stud Solver 
anchors for ceiling applications. Do not use for 
mounting televisions. Load ratings are for items 
hung flush to the wall. Load ratings decrease when 
hanging items that project from the wall.
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 TAPCON® CONCRETE SCREW ANCHORS       
Nothing Anchors Like Tapcon

Superior Holding Strength for confidence in a job 
done right.

ICC-ES approved for use in anchoring into concrete 
(ESR-2202).

Advanced WERCS Threadform reduces the 
installation torque & allows for use in a wider range
of materials.

Corrosion-resistance and long-lasting performance  
from the innovative Climaseal blue coating.

A long-standing reputation for quality, strength, and
ease of installation from industry professionals.

With over one billion anchors sold, Tapcon concrete anchors 
deliver the ease of use, superior precision, and unparalleled 
performance that professionals demand.

For decades, Tapcon products have enabled 
professionals to get their light to medium-
duty concrete anchoring jobs done right the 
first time, every time. Designed to deliver 
30% less torque and 20% more holding 
power, Tapcon anchors are the #1 choice 
of professionals.

Tapcon concrete screw anchors are 
designed to deliver superior holding power 
in all forms of masonry (concrete, CMU, and 
brick). The advanced WERCS threadform 
turns any anchoring job into a fast and 
easy process.

Offering everything from the anchors 
needed to fasten any fixture to concrete, 
to the drill bits that deliver a more precise 
hole and maximize holding power, to the 
Tapcon Pro Installation Kit that makes 
jobs faster and easier, Tapcon provides 
professionals with all the tools they need 
for confidence in a job done right.
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TAPCON    CONCRETE SCREW ANCHORS   
Stronger. Faster. Easier. 

Ideal for projects that require heavy-duty 
holding power, Tapcon+ concrete screw 
anchors are the stronger, faster, and easier 
masonry anchoring solution. This heavy-
duty screw anchor features a high-strength 
body that’s built to resist both high wind 
and seismic tension and is ICC-ES 
approved for use in both cracked and 
un-cracked concrete. 

Superior to wedge and sleeve anchors, 
Tapcon+ installs in less than half the time 
while delivering 20% more holding power 
and the flexibility to install closer to the edge 
of the concrete and closer to one another. 

Flexibility to install closer to the edge & closer together with confidence.

A long-standing reputation for quality, strength, and ease of installation
from industry professionals.

Heavy-Duty Holding Power in all concrete conditions.

ICC-ES Approved for use in uncracked & cracked concrete and
seismic conditions (ESR-3699).

+®
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TRUBOLT   WEDGE ANCHORS   
Maximum Strength for Heavy-Duty Concrete Anchoring 

Trubolt Wedge Anchors offer maximum strength and 
ultimate flexibility making them the PRO choice for 
heavy-duty anchoring. This wedge anchor features a 
high-strength body that is built to resist tension and 
shear loads, and it is code approved for use in 
uncracked concrete per ICC-ES ESR-2251. 

Not only is Trubolt code recognized, but this wedge 
anchor offers a full line of diameter options and a 
variety of lengths. Trubolt wedge anchors are also 
available in both electrogalvanized and hot-dip 
galvanized finishes to perform in various applications. 
For additional application versatility, Trubolt wedge 
anchors are fully threaded to accommodate a greater 
range of fixture thicknesses. The wedge anchor’s 
stainless steel clip provides extended corrosion 
resistance to ensure the long term integrity 
of connections. 

 Fully Threaded Anchor Design for application versatility.
 Stainless Steel Clip provides additional corrosion protection.

A long-standing reputation for quality, strength, and ease of installation
from industry professionals.

Heavy-Duty Holding Power in concrete conditions.

ICC-ES Approved for use in uncracked concrete ( ICC-ES-ESR-2251 ).

®
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RED HEAD® CONCRETE ANCHORS       
Versatile Anchoring Solutions for Construction & Building 

As the company that invented concrete 
anchoring technology, Red Head holds a 
unique place in the history of construction 
and building. The Red Head brand has 
become synonymous with the anchoring 
product category it invented. That’s why 
Red Head can help you get any job done 
right, from heavy-duty ceiling applications 
to light-duty work in block and brick.

Our sleeve anchor line is our most versatile 
anchor with the ability to fasten in block, 
brick, masonry, and solid concrete. 

For a lighter duty project, Poly-Set and 
Hammer-Set are great choices for block, 
brick, and concrete and allow for quick and 
easy installation. For heavy-duty overhead 
applications, use our Drop-In anchors. Use 
the complete family of anchors and SDS bits 
to ensure precise hole depth and diameter 
when using our anchors. 

PAGE 36 *Available in Tifton, Inwood, Hurricane



RED HEAD® A7   ADHESIVE ANCHORS   
High Strength Adhesive Anchoring Solution for Harsh Conditions

ICC-ES Approved for use in cracked concrete and 
seismic conditions (ICC-ES ESR-3903).

A successful cure in cold temperatures, as 
low as 14° F. 

Easy Dispensing with a standard caulk gun, 
eliminating the need for any special tools. 

Quick 45 Minute Cure Time for fast installation.

Increased productivity with a successful cure in 
saturated concrete and water-filled holes.

A long-standing reputation for quality, strength, and
ease of installation from industry professionals.

For jobs requiring versatility, high performance, and 
efficiency, Red Head’s A7+ Concrete Adhesive Anchor is 
the one anchoring solution that does it all. A7+ takes 
only 45 minutes to fully cure and can be used in 
challenging conditions like cold temperatures and 
water-filled holes. A7+ is also ICC-ES approved for 
cracked concrete and seismic building 
code requirements.

A7+ can also be used in any standard medium-duty caulk 
gun, eliminating the inconvenience of needing a special 
dispensing tool. Combine the simplicity of dispensing with 
the quick-curing product, and installation is fast, easy, and 
doesn’t take time away from the rest of the project.

The A7+ concrete adhesive anchoring solution is a 
high-performing anchor that rivals other products on the 
market in both price and features. This high performance 
and efficiency allows for less time on the job and 
more productivity.

Providing code approved performance and a fast 45
minute cure time, Red Head A7+ is the concrete anchoring 
adhesive that delivers.

+  
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RAMSET® TOOLS AND FASTENERS       
Powder Actuated Tools for Residential & Commercial Remodeling.

Powder actuated tools for concrete or steel.

The Powder Actuated Tool choice for PROs. 

Market leading tool innovations help you get the 
job done right.

Drives jobsite speed through quick and 
efficient fastening.

Ramset is a leading line of powder actuated 
tools and fasteners for residential and 
commercial remodeling. As the developer 
of the very first powder actuated tool in 1948, 
Ramset has a history of reliability, innovation, 
and market-leading performance. Ramset has 
supplied more than a million tools to professional 
contractors specialty tradesmen and continues 
to deliver products that drive jobsite speed. 
Utilizing the whole line of Ramset tools, powder 
loads, and fasteners increases jobsite 
productivity and leads to a job done right. 

From tools that display the market leading 
innovation, like Cobra+ and MasterShot, to the 
full range of drive pins and powder loads for your 
applications, you can be sure to find what you 
need with the Ramset family of products.
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TEKS® METAL FASTENERS     
Securely Fasten Metal with Speed

Drill Points: Self-drills through light to heavy gauge
metal with ease.
Sharp Points: Self-pierces into light gauge metal 
to start drilling faster.

Self-Tapping Threads: Taps their own threads to 
provide less effort when fastening into metal.

Corrosion Resistant Finish: Protects the job’s
appearance with long lasting coating.

Drive surface and recess: Reduces cam-outs to 
prevent slipping during installation.

Teks® fasteners are the leading choice of self-
tapping screws for use in interior/exterior applica-
tions; including metal-to-metal, wood-to-metal, and 
roofing applications. Professionals are able to drill 
faster with less force even in heavy gauge metal. The 
self-tapping threads are designed to tap holes while 
providing superior holding power ensuring strong 
connections between materials. 

Teks® fasteners are offered in sharp and drill points 
that easily penetrate light to heavy gauge metal and 
wood. Professionals no longer have to struggle when 
engaging their work surface. 

Teks® fasteners are offered in a wide variety of head 
styles to meet professionals installation needs. No 
tool slippage or cam-outs even with old sockets and 
worn bits. Professionals can drill, tap, and fasten –
all in one motion. 

Reamer Wings: Winged screws self-drill into wood and
engage metal to provide a secure hold.  

Neoprene Washer: Roofing screws feature a neoprene
washer that provides a waterproof seal.

Lath head: Lath Screws feature a low-profile head for a 
semi-flush finish for virtually any application. 
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Pro-Paks and Handy-Paks must be ordered in eaches 
but in Master Carton Quantities.

 Hex Washer Head

 Pan Head

   Flat Head

Modified Truss Head

ROOFING SCREWS LATH SCREWS WOOD TO METAL SCREWS METAL TO METAL SCREWS
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CEMENT BOARD SCREWS 
Fasten Cement Board Right with a Smooth & Corrosion-Resistant Finish

Backer-On® cement screws are designed for attaching Hardie-
Backer® cement board and Rock-On® cement board screws are 
designed for attaching Durock® cement board to wood or light 
gauge steel studs. The patented serrated head design counter-
sinks for a flush finish even at angle, providing a smooth surface 
for tile installation. The T-25 Star Drive recess provides Stikfit™ 
for one-handed installation. Climacoat corrosion resistant finish 
prevents rust from bleeding into grout. Making it perfect for use 
in high moisture areas such as bathrooms and kitchens. 

Backer-On® and Rock-On® cement board screws 
comply with ANSI standards for cement board installation 
as specified by cement board manufacturers. Cement 
board manufacturers require ANSI compliance in order to 
remain eligible for warranty.

    Pro Tip: Standard roofing nails, dry wall screws, 
    and other alternatives to cement board screws 
    are typically not specified by cement board 
    manufacturers and not ANSI compliant.  

    The T-25 StikFit Bits modified tip eliminates wobble and offers one-handed installation
     only for Backer-On/Rock-On cement board screws. The bits are made with S2 modified
     steel for long lasting bit life.  

Star Drive with T-25 Bit: Provides Stikfit™ for easy 
one-handed installation and eliminates cam-outs.

Climacoat Finish: Corrosion resistant for preventing 
rust from bleeding into tile.

Hi-Lo / Single Threads: Starts quickly and drives smooth
in cement boards.

Serrated Head: Designed to drive flush even at an angle.

Sharp Points: Offers immediate pick-up and eliminates 
the need to pre-drill.

#T-25  2"

    

  24000     ( 2 ) StikFit Bits

    2” T25 Star Drive bit included in Backer-On and Rock-On handy-paks and Pro-paks.

BACKER-ON®  / ROCK-ON®  StikFit Bit
     SIZE POINT PART NO. CARDED QUANTITY / PER PACK
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Star Drive Bits, Crown / Bit
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